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COAXIAL ADAPTER, MCX, 75 Ohm, Bulkhead, 34_MCX-75-0-1/111_NE

e Impedance: 75 OHM
e Interface Frequency 6GHz

H+S type 34_MCX-75-0-1/111_NE
MCX 75Q Item no. 22649382
jack/jack (f) lEI
1 6
i i 1035 | | (234
Packaging single v 2 s 28
Material: brass/gold

Mounting hole ~ ML 35

(374 DIA)

{.315 HEX.I
MAX, 15

Ty amn ™

(MAX, ,138)

{315 HEX.}
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SCR

components
Product configuration
Interface type Gender Standard
MCX jack (female) |EC 60169-36_CECC 22220
MCX jack (female) |EC 60169-36_CECC 22220
Interface and material data
MCX
Piece parts Material Plating
Centre contact Copper Beryllium Alloy Gold Plating (Nickel underplated)
Outer conductor Brass Gold Plating (Nickel underplated)
Body Brass Gold Plating (Nickel underplated)
Insulator PFA / PTFE
Fastening nut Brass Gold Plating (Nickel underplated)
Washer Bronze Gold Plating (Nickel underplated)
MCX
Piece parts Material Plating
Centre contact Copper Beryllium Alloy Gold Plating (Nickel underplated)
Outer conductor Brass Gold Plating (Nickel underplated)
Body Brass Gold Plating (Nickel underplated)
Insulator PFA / PTFE
Fastening nut Brass Gold Plating (Nickel underplated)
Washer Bronze Gold Plating (Nickel underplated)
Electrical data
Impedance 75 Q
Interface frequency |6 GHz
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