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SPECIFICATIONS
| | Current Rating:
3.18+0.20 Wire Size| #20|#22| #24] #26| #28| #30
*l | Amp(A) 5 [ 5] 4] 3211
I
{ Voltage Rating:250V AC/DC
Dielectric Strength:1500V AC/Minute
- Insulation Resistance:1000 Megohms Min.
Temperature Rise:30°C Max.
A o (Carry Rated Current Load)
H - | C£0.1 | ol o Insulator:Nylon ,UL 94V-0,Black.
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— é Position/Dim A Dim B[Dim C|Dim D
2 3.004+0.08] 6.85[ /.21 10.90
3 6.00+0.10] 9.85] 10.27] 13.90
D o 4 9.00£0.10] 12.85| 13.27| 1590
. 5 12.00+0.10[ 15.85] 16.21] 19 90
9 [$] 15.00+0.15] 18.85] 19.21] 2290
7 18.00+0.15] 21.85] 22.21] 2590
] 8 21.00+0.151 24.85[ 25.21] 28.90
9 24.00+0.15] 27.85] 28.21| 31.90
10 27.0040.20] 30.85[ 31.21] 34.90
C 11 30.00+0.20] 33.85 [ 34.21] 37.90
| | 12 33.004+0.20] 36.85[ 3721 40.90
B
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