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SPECIFICATIONS
Current Rating : 2.5A AC DC
/ Cireuits 1 d]) ¥gr|':c1<;>ge$o$uqr2ngqhgzesE)V—AZg'CD (Eco +85°C
— ( d:ﬂ)[ﬂ: Contact Resistance : 20mQ max.
/ Insulation Resistance : 1000MQ Min.
Withstanding Voltage : 1000V AC/minute
H _ _ Material : Nylon 66, UL 94V-2
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] o Dimensions
Circuits A B
F 2P 2.54 5.56
~——— B+0.25 —] ~ 6.7040.25 — 3P 5.08 8.10
4P 7.62 10.64
N { 5P 10.16 13.18
6P 12.70 15.72
E D D D 7p 15.24 | 18.26
1 8P 17.78 20.80
0 g‘ 9P 20.32 | 23.34
u S il 10P_| 22.86 | 25.88
il 9 1P 25.40 | 28.42
D 3 12P | 27.94 | 30.96
- 13P 30.48 | 33.50
14P 33.02 | 36.04
— 15P 35.56 | 38.58
16P 38.10 41.12
17P 40.64 | 43.66
- 4.90+0.25 [— 18P 43.18 46.20
.90 0. 19P 45.72 | 48.74
L 20P 48.26 | 51.28
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