1 2 3 4 5 6 7 8 [ 9 [ 0
LFile No.| 441 [SHEET 1 /1
J
MATERIALS
A$0.90 Pin(Outer Sleeve): Brass,Machined,CuZn38Pb2
- Clip(Contact Finger):Beryllium Copper,Heat Treated
B+0.05 Plating(Outer Sleeve): Tin Plated: 2u”m /80u”Nickel,5um /200u”Tin
Gold Plated: 2u”m /80u”Nickel,Full Gold
® i ® Plating Clip(Contact): 2um /80u”Nickel,Gold Or Tin Plating
] ol o Insulator Body(Black): Glass Filled Thermoplastic Polyester UL94V—0 | ]
o| «
H D) sl < ELECTRICAL
el e Current Rating:3 Amps/Contact Max.
(&) Contact Resistance: 4 Miliohms Max./Contact
] Insulation Resistance: 1000 Megohms Min. At 100V
Operating Voltage: 60 AC/DC
G +
o MECHANICAL
™~ O IRTE T e | Operating Temperature: Gold Plated: —55°C To +105°C
o 2 (Continuous) —67F To +105°F
1 \U‘ \U‘ \U‘ \H‘ ﬁ‘ T‘ T‘ N Tin Plated: —40°C To +105°C
F ! 1 Average Insertion Force With Steel Pin Of 0.43mm /0.017"°<200g
f 2.54+0.05 #0.46 Average Withdrawal Force With Steel Pin Of 0.43mm /0.017”>509
|| Mechanical Life: 200 Min.
| B£0.05 . Soldering Temperature: 260°C,10 Sec. Max.
Solderability(IEC 68—2—54 Ta):235°C,5 Sec. Max.
E A40.20 Resistance To Soldering Heat(IEC 68—2-20 Tb):260°C,5 Sec. Max.
B+0.05
Contact|Dim.A | Dim.B | Dim.C | Dim.D
- B
D -q}"q}- 6 7.62 | 5.08 | 7.62 | 10.16
3l & 8 |10.16 | 7.62 | 7.62 | 10.16
o
- 3 E 10 12.70 | 10.16 | 7.62 | 10.16
" 14 17.78 | 15.24 | 7.62 | 10.16
C '$"$"$"$‘ '¢"$"$"$"$‘ ¥ 16 20.32 [ 17.78 | 7.62 | 10.16
P.C.B Layout 18 [22.86 | 20.32| 7.62 | 10.16
|| 20 25.40 | 22.86| 7.62 | 10.16
24 30.48 | 27.94| 7.62 | 10.16
B 28 35.56 | 33.02| 7.62 | 10.16
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