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CRYSTAL UNIT 
 
 

Low Profile 

HC-49US    

Outline Drawing: 

The features of HC-49US SMD: 

Resistance weld sealing for:  

♦ Improved aging  

♦ Reliability design with limited space  

♦ Mass production  

♦ Lead cut available  

♦ Low cost 

Applications:  

♦ Cordless & Mobile phone 

♦ Pagers 

♦ PC & Peripherals  

♦ Radio toys  

♦ TV & VIDEO Equipment  
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♦ Frequency: 3.2786MHz ~ 60.000MHz 

♦ Vibration Mode: Fundamental AT & BT-Cut 3rd overtone 

♦ Frequency Tolerance (25oC): ±20ppm, ±30ppm, ±50ppm 

♦ Temperature Coefficient: ±50ppm (-10oC ~ +60oC) 

♦ Equivalent Series Resistance: 20KΩ ~ 1.5KΩ  

♦ Shunt Capacitance: 7pF max 

♦ Measure Instrument: Kh1200 pi-Network Tester 

♦ Load Capacitance: Series, 16pF, 20pF, 30pF 

♦ Drive Level: 10µW-0.5W 

♦ Insulation Resistance: 500MΩ min / DC 100V 
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Specification: 

Outline Drawing: 
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OUTER CARTON 
  

INNER CARTON 

QUANTITY 
(PS) / BAG ITEM 43.5X36.5X35CM 

  38.5X31.5X30CM 
Weight 

(KG) 
Quantity 

(PCS) Weight 
(KG) 

Quantity  
(PCS) 

Weight 
(KG) 

Quantity 
(PCS) 

31.40 48.000 19.75 30.000 1.25 2.000 100 BULK 

10.00 10.000 — — 0.95 1.000 — TAPING 

R (Ω) max CL (pF) Frequency (MHz) P/N 

150 16 3.579545 Q3.579545M-US-H 

150 16 4.000 Q4.000M-US-H 

150 16 4.194304 Q4.194304M-US-H 

120 16 6.000 Q6.000M-US-H 

120 16 8.000 Q8.000M-US-H 

80 16 10.000 Q10.000M-US-H 

80 16 12.000 Q12.000M-US-H 

50 16 14.7456 Q14.7456M-US-H 

50 16 16.000 Q16.000M-US-H 

50 16 17.1776 Q17.1776M-US-H 

40 16 20.000 Q20.000M-US-H 

40 16 24.000 Q24.000M-US-H 

60 16 33.3333 Q33.3333M-US-H 

80 16 52.416 Q52.416M-US-H 

80 16 56.448 Q56.448M-US-H 

Standard Packing for HC-49 US: 

Dimensions (mm): 


