STAINLESS STEEL
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SKC-6060-24

KEYHOLE?® Self-clinching Standoffs
Type SKC

PEM® KEYHOLE® Standoffs are designed so that a PC board
or panel can be quickly slipped into place and then removed
from an assembly by simply sliding the board sideways and
liftting it off. PEM KEYHOLE fasteners can save valuable time
and dramatically reduce the amount of loose hardware
required. Type SKC can be used for spacing or hanging of
replaceable components. Typically, several SKC standoffs are
used with one standard PEM threaded standoff which
accepts a screw to secure the board or component against
any unwanted movement.

Type SKC - Allows detachable spacing of two sheets
¢ Clinch feature mounts fastener permanently into

metal sheet.

¢ Unigue barrel design allows for quick attachment
and detachment.
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SPECIFICATIONS

PANEL 2 (TOP) MATERIAL

PANEL 1 (BOTTOM) SHEET
HARDNESS MAX.

PRODUCT CATEGORY

THREAD TYPE

APPLICATION TYPE

BASE PANEL MATERIAL

https://www.pemnet.com/products/product-finder/skc-6060-24/

Any

HRB 70 / HB 125

KEYHOLE® Self-clinching
Standoffs Type SKC

PEM standoffs: Keyhole®

Datacom, Industrial, Telecom

Aluminum, Steel

e Head is flush with one side of metal sheet.

¢ Makes horizontal or vertical component mounting

possible.

A +.003_IN

B + 0.075MM/+.003IN_IN

D ANVIL HOLE +.003 - .000_IN

H - NOM._IN

L £.005_IN

M MAX._IN

C MAX._IN

0.099in

0.177in

0.216in

0.25in

0.75in

0.108in

0.212in
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BRAND

FASTENER CHARACTERISTICS

INDUSTRY

INSTALLATION
EQUIPMENT/METHOD

PRODUCT TYPE

TECHNOLOGY TYPE

UNIT (METRIC/UNIFIED)

https://www.pemnet.com/products/product-finder/skc-6060-24/

PEM

Unthreaded

Datacom & Telecom, Industrial &
Commercial

C-Frame Automatic Feed, C-
Frame Manual Feed

Standoffs

Self-Clinching

Unified

PANEL 1 (BOTTOM) EDGE DISTANCE
C1MIN._IN

PANEL 1 (BOTTOM) MOUNTING
HOLE B +.003 - .000_IN

PANEL 1 (BOTTOM) SHEET
THICKNESS MIN._IN

PANEL 2 (TOP) EDGE DISTANCE C2
MIN._IN

PANEL 2 (TOP) MOUNTING HOLE Al
NOM._IN

PANEL 2 (TOP) MOUNTING HOLE A2
+ .003_IN

PANEL 2 (TOP) MOUNTING HOLE A3
* .003_IN

PANEL 2 (TOP) MOUNTING HOLE A4
MIN._IN

PANEL 2 (TOP) THICKNESS
RANGE_IN

S £ .003_IN

0.26in

0.213in

0.04in

0.16in

0.059in

0.118in

0.197in

0.148in

.057 to .064in

0.068in
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Look for the
PEM “dimple”
trademark.
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