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INTERNAL CIRCUIT DIAGRAM
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Chip Material: AlGalnP / GaAs Ultra Bright Red LED Chip

ABSOLUTE MAXIMUM RATINGS (Ta =25C)

PARAMETER SYMBOL MAXIMUM RATING UNIT

Power Dissipation Pp 72 mW
ii? é( lizxirc(lieiufr l\e/:[?tPulse Width) Tpeax 20 mA
DC Forward Current Ir 30 mA
Reverse Voltage VRr 5 \Y
Operating Temperature Range Ta -40°C to +85°C
Storage Temperature Range Tstc -40°C to +85°C
Solder temperature 1/16 inch below seating plane for 3 seconds at 260°C
ELECTRICAL OPTICAL CHARACTER AND CURVES (Ta = 257C)

PARAMETER SYMBOL | MIN | TYP | MAX | UNIT |LOCATION CO;]E)ZIS'I?‘ION
Forward Voltage VF - 2.10 | 2.40 \Y% Per Chip Ir =20mA
Luminous Intensity Iv 48.0 | 53.0 | 59.0 | mced Per Chip Ir =20mA
Peak Emission Wavelength Ap - 645 - nm Per Chip Ir =20mA
Dominant Emission Wavelength Ad 626 631 636 nm Per Chip Ir =20mA
Spectral Line Half-Width AA1/2 - 20 - nm Per Chip Ir =20mA
Capacitance C - 95 - pF Per Chip | VF=0V;f=IMHz
Reverse Current Ir - - 10 uA Per Chip Vr =5V

Note:

1. Luminous intensity tolerance is £10%;

2. Dominant Emission Wavelength tolerance is +5%.






