
 SLM-0805UR-40-506

 Features:  

 2.0*1.25*0.8 mm
 Mono-color type
 Soldering methods :All SMT assembly methods
 Comply ROHS standard

 Description 

The Red source color devices are made with AlGaInP on sapphire 
Light Emitting Diode. 

 Application 

 Optical indicator
 Indicator and backlighting in telephone and fax
 Flat backlight for LCD, switch and symbol
 Light pipe application
 General use

 Package Dimensions

NOTES： 

1. All dimensions are in millimeter[unit];
2. Tolerance is±0.2mm(0.008〝) especially other specified;
3. Specifications are subject to change without notice.



SLM0805UR-40-506

 Absolute Maximum Ratings(Ta=25℃) 

Item Symbol Maximum Unit

Power Dissipation PD 75 mW 

Continuous Forward Current IFmax 30 mA

Peak Forward Current(1/10 Duty Cycle 0.1ms Pulse Width) IFP 185 mA

Reverse Voltage VR 5 V

Operating Temperature Range Topr -40 to+85 25℃ 

Storage Temperature Range Tstg -40 to+85 25℃ 

Lead Solder Temperature Tsol 260ºC for 3 seconds 

 Electrical/Optical Characteristics(Ta=25℃) 

Item Symbol Condition Min. Typ. Max Unit

Forward Voltage VF IF=20mA 1.8 2.2 2.4 V 

Wavelength λ IF=20mA 625 --- nm 

Viewing Angle 2θ1/2 IF=20mA -- 35 -- Deg

Reverse Current IR VR =5V -- -- 10 uA 

Part No. Emitted  Color Len’s Color Chip Material 

Red SLM-0805UR-40-506 clearer AlGaInP

Luminous Intensity IV   80              ---      mcdIF=20mA 150 




