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ANISOR

amafio El 42/14.5
Size E142/14.5

1121397 230V 6V-0.83A ta 40/B 32mA 1-2-3-4-5
1121813 230V 7.5V-0.66A ta 40/B 32mA 1-2-3-4-5
1122149 230V 9V-0.55A ta 40/B 32mA 1-2-3-4-5
1121398 230V 12V-0.41A ta 40/B 32mA 1-2-3-4-5
1122150 230V 15V-0.33A ta 40/B 32mA 1-2-3-4-5
1121399 230V 18V-0.27A ta 40/B 32mA 1-2-3-4-5
1121400 230V 24V-0.20A ta 40/B 32mA 1-2-3-4-5

%emperatura trabajo / Clase termica T40/B y T70/B
lemperature / Thermal class T40/B and T70/B

1122151 230V 2x6V-2x0.41A ta 40/ 2x0.500A 1-2-3-4-5
1122152 230V 2x7.5V-2x0.33A ta40/B  2x0.400A 1-2-3-4-5
1122153 230V 2x9V-2x0.27A ta40/B  2x0.315A 1-2-3-4-5
1122154 230V 2x12V-2x0.20A ta 40/B 2x0.250A 1-2-3-4-5
1122155 230V 2x15V-2x0.16A ta40/B  2x0.200A 1-2-3-4-5
1122156 230V 2x18V-2x0.13A ta 40/B 2x0.160A 1-2-3-4-5
1122157 230V 2x24V-2x0.10A ta 40/B 2x0.125A 2-4

- A 5
6V-0.83A ta 70/1

7.5V-0.66A

1123239 115V ta70/B 63mA 2-4
1123240 115V 9V-0.55A ta70/B 63mA 2-4
1123241 115V 12V-0.41A ta 70/B 63mA 2-4
1123242 115V 15V-0.33A ta 70/B 63mA 2-4
1123243 115V 18V-0.27A ta70/B 63mA 2-4
1123244 115V 24V-0.20A ta 70/B 63mA 2-4

s S ¢
1123245 115V 2x6V-2x0.41A ta 70/B 2x0.500A 2-4
1123246 115V 2x7.5V-2x0.33A ta 70/B 2x0.400A 2-4
1123247 115V 2x9V-2x0.27A ta 70/B 2x0.315A 2-4
1123248 115V 2x12V-2x0.20A ta 70/B 2x0.250A 2-4
1123249 115V 2x15V-2x0.16A ta 70/B 2x0.200A 2-4
1123250 115V 2x18V-2x0.13A ta 70/B 2x0.160A 2-4
1123251* 115V 2x24V-2x0.10A ta 70/B 2x0.125A 2-4

1123252 230V 6V-0.83A ta 70/B 32mA 2-4 1123259 230V 2x6V-2x0.41A ta 70/B 2x0.500A 2-4
1123253 230V 75V-0.66A  ta70/B  32mA 2-4 1123260 230V 2x7.5V-2x0.33A  ta70/B  2x0.400A 2-4
1123254 230V 9V-0.55A ta70/8  32mA 2-4 1123261 230V 2x9V-2x0.27A ta70/B  2x0.315A 2-4
1123255 230V 12V-0.41A ta70/8  32mA 2-4 1123262 230V 2x12V-2x0.20A  ta70/B  2x0.250A 2-4
1123256 230V 15V-0.33A ta70/8  32mA 2-4 1123263 230V 2x15V-2x0.16A  ta70/B  2x0.200A 2-4
1123257 230V 18V-0.27A ta70/B  32mA 2-4 1123264 230V 2x18V-2x0.13A  ta70/B  2x0.160A 2-4
1123258 230V 24V-0.20A ta70/B  32mA 2-4 1123265* 230V 2x24V-2x0.10A  ta70/B  2x0.125A 2-4
imensiones mm. (inches, e N g
8 ] ( ) Fusible térmico en primario bajo demanda, también homologados
Dimensions mm. (inches)
(0,;9)(1%25‘9){%.%9){0,519) 32(1,25)  4(0,15) Otros voltajes primarios y secundarios sobre demanda,
e también homologados
NS B =8 Caracteristicas técnicas:
= 1 5 S :
S sis ] ¢ Frecuencia 50/60 Hz
o gz ) » Temperatura ambiente ta 40°C 6 70°C
3 109 76 8 » Materiales clase térmica B 130°C
Aot &S { e Proteccion por fusible externo recomendado, tipo T (retardado)
455 (179) para primario ¢ tipo F (rapido) para secundarios, segun CEl 127
L * Segun normas EN 60742 / UL 506
Pri. =15 (115V 6 230V) * Relacion de tensiones vacio/carga: aprox. 1.3
1Sec. =7-9 * Incremento de temperatura: 35°C
2 Sec. =6-7/9-10
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RMISOR |EN 60742
1123247| E142 /14,5
? B-50/60Hz

tq 70"
~=30,315A/F 3-0,315A/F
0 9V 0 8V

Esquema eléctrico
i 3
Electric arrangement
Conexionado Secundario / Secondary Connections

Esquema Conexidn serie Conexidn paralelo
Circuit arrangement Serial connection Parallel connection
2x9V-2x0,27A 18V/0,27A 9V/0,55A
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° Peso: 200 gr

Thermal fuse in primary upon request, also approved
Other primary and secondary voltages upon request, also approved

Technical features:

® Frequency 50/60 Hz

* Ambient temperature ta 40°C or 70°C

e Thermal class B 130°C materials

* Protection by external recommended fuse link, T type (time lag)
for primary or F (fast) for secondaries, according IEC127

® Standard applied EN 60742 / UL 506

*.Ratio no load/load voltages: approx. 1.3

e Temperature rise: 35°C

° Weight: 200 gr

Homologaciones

Approvals
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